
Cantilevered Workstation with
Casters

*Safety Notes: 
Accessories must be removed and the 
workstation must be inverted upside down to 
safely install feet. When installing feet, all 
fasteners should be fully secured. To remove 
existing feet, carry out the provided steps in 
reverse order. Ensure your workstation matches 
the correct base (PBM/PBH/AFH) and feet 
(leveler/caster) indicated in the instruction. 
Failure to observe safety notes could result in 
personal injury and/or damage to equipment. 

Cantilevered Workstation with
Leveler Feet

CANTILEVERED WORKSTATION
FEET ASSEMBLY INSTRUCTIONS
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FEET ASSEMBLY INSTRUCTIONS CANTILEVERED STATION

Tool Required

3/4” Socket

9/16” Socket

Drive Ratchet 3/16” Hex Bit Phillips Head Screwdriver9/16” Wrench

Components and Fasteners 

BA DC

x2 x2

x2x2

x4

x2 x2

x8 x41/2-13 x 2-1/2” 
Hex Head Bolt

x4

1/2-13 x 1-1/2” 
Hex Head Bolt

3/8-16 x 1-1/2" 
Hex Head Bolt

3/8-16 Hex Nut

1/4-20 x 1/2" 
Socket Head 
Cap Screws

#8-32 x 3/8" 
Phillips Pan Head 

Thread Cutting Screws

Leveler Foot Caster Foot Actuator Mount Actuator Cover

PBM/PBH Table Base

or

or



3

FEET ASSEMBLY INSTRUCTIONS CANTILEVERED STATION

PBM/PBH Table Base
Leveler Feet

Secure each foot            to the bottom of the leg using 
(2) 1/2-13 x 2-1/2"L hex head bolts.

Levelers are pre-installed to the 
feet from the factory.

First, secure each actuator mount         to the leg using 
(4) 1/4-20 x 1/2" socket head cap screws. 

Caution: Ensure screws are tight, but don’t overtighten. 
Excessive tightening could damage threads in the leg.

Then, raise the actuator into place and secure to each 
actuator mount using (1) 3/8-16 x 1-1/2" hex head 
bolt and (1) 3/8-16 hex nut.
Tighten this connection enough that the fasteners 
compress the gasket on the actuator.

A

C

A

C

x4

x8

x2

x2

A1

3 4

2
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FEET ASSEMBLY INSTRUCTIONS CANTILEVERED STATION

Hook the actuator cover          into the provided slots in 
the leg

Secure the actuator cover to the actuator mount using 
(2) #8-32 x 3/8"L Phillips pan head thread cutting screws

D

x2

5 6
D
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FEET ASSEMBLY INSTRUCTIONS CANTILEVERED STATION

PBM/PBH Table Base
Caster Feet

Caution: Ensure screws are tight, but don’t overtighten. 
Excessive tightening could damage threads in the leg.

First, secure each actuator mount           to the leg using 
(4) 1/4-20 x 1/2" socket head cap screws.

Casters and spacer washers 
are pre-installed to the feet 
from the factory.

B

B1

3 4

2

Then, raise the actuator into place and secure to each 
actuator mount using (1) 3/8-16 x 1-1/2" hex head 
bolt and (1) 3/8-16 hex nut.
Tighten this connection enough that the fasteners 
compress the gasket on the actuator.

x2

x2
x8

C

Secure each foot         to the bottom of the leg using (2) 
1/2-13 x 1-1/2"L hex head bolts.

B

C

x4
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FEET ASSEMBLY INSTRUCTIONS CANTILEVERED STATION

Hook the actuator cover        into the provided slots in 
the leg.

Secure the actuator cover to each actuator mount using 
(2) #8-32 x 3/8"L Phillips pan head thread cutting 
screws.

D

D

5 6

x4
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FEET ASSEMBLY INSTRUCTIONS CANTILEVERED STATION

AFH Table Base
Leveler Feet

AFH Table Base
Caster Feet

Levelers are pre-installed to the 
feet from the factory.

Secure each foot         to the bottom of the leg using (2) 
1/2-13 x 2-1/2"L hex head bolts.

Secure each foot           to the bottom of the leg using (2) 
1/2-13 x 1-1/2"L hex head bolts.

Casters and spacer washers 
are pre-installed to the feet 
from the factory.

BA

A

A

B

B

x4 x4


